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! NOTES:
; CONCRETE SHALL BE CLASS 520-C-2500 WITH A MINIMUM
THICKNESS OF 8"

1, W =30 MiN. ON ALL ARTERIAL STREETS.

CURB FACE € 6" X = 3'/ CURE FACE > §"% X = 4"

2. SEE STANDARD #201 FOR CURB AND GUTTER DETAIL.

3. SEE STANDARD #203 FOR SIDEWALK DETAML.

4. MINIMUM GF 227 OF FULL HEIGHT CURRB BETWEEN DRIVEWAY
APPROACHES ON SAME PROPERTY WITH THE APPROVAL OF
THE CITY ENGINEER.

5, TOP OF "X SHALL BE A MiNIMUNM OF 2' FROM PROPERTY
LINES AND 3' FROM ANY OBSTACLES (LIGHT POLES, POWER
POLES, UTILITY BOXES, VAULTS, ETC.).

6. DRIVEWAY APPROACH SHALL BE GIVEN A MEDIUM BROCM

PROFILE FINISH,

7. DRIVEWAY APPROACH SHALL HAVE A MAXIMUM SLOPE OF
10%.

8. EXISTING AC SHALL BE REMOVED BY SAWCUTTING AT A
MINIMUM DISTANCE OF TWO FEET FROM LIP OF GUTTER.

3. MINIMUM COMPACTION FOR SCIL UNDEANEATH DRIVEWAY
APPROACH SHALL BE 90%,
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